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Subject 


Setting of the vend detect system options. 


ISSUED FOR CUSTOMER 


ACTION 




INFORMATION 


X 



The Sfera machine is fitted with a Photocell vend detection 
System, which ensures that the customer will not lose any 
Money if the product does not dispense into the vend bin. 

Due to the variety of products, which can be vended from the 
Sfera, this Photocell feature has the facility to be personalised. 

At default, the following parameters apply 

1. 1st Attempt at a vend (settling time) 

If no delivery is detected, following a full revolution of the spiral: 

Machine gives a furttier 25percent turn of a 30-degree spiral revolution 
to try to dispense the product (can be personalised) 

If still no delivery is detected: ''selection lost" 
Money is returned to customer 



2. 2nd Attempt at a vend (empty selection control) 

Selection is considered to be empty ''selection not available" (can also be personalised) 




In the program (2.2.2.1 - Technical - program parameters - spirals - photocell parameters) you have the following 
two options which allow you to personalise the vend detection operation: 
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1 .Settling time - this is normally set to 25 as default 

(if the product is not dispensed, the spiral will only do 25% of the 30-degree turn.) 

The setting can be changed up to 99 to give a full 30-degree turn, which is ideal for bags of crisps. 

Each spiral that requires the full 30-degree turn must be programmed separately. 

Open machine door and press the programming button to enter programming 

Press C. 2.2.2. 1. 

Display shows SETTLING TIME SELECTION NUMBER_ _ TIME (S/100) =25 

Press to scroll to the selection number required 
Press E to change the TIME setting 
Press E to confirm the change 
Repeat for other selections as required 

2. Empty Selection Control - this is normally set to ON as default 

If the 30-degree turn of the spiral still does not dispense the item, the selection is put out of order until the 
machine is reset (by opening/closing the door). 

When set to "OFF" customers can select the same item again, as the selection is not seen as empty. 
Open machine door and press the programming button to enter programming 
Press C. 2. 2. 2. 3. 

Display shows EMPTY SELECTION CONTROL OFF 
Press E, then O to change the setting 
Press E to confirm the change 
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